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13.0 Method Performance

13.1 Range. The minimum detectable limit of the method has been determined
to be 50 parts per million by volume (ppm). No upper limit has been established.

14.0 Pollution Prevention [Reserved]
15.0 Waste Management [Reserved]
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17.0 Tables, Diagrams, Flowcharts, and Validation Data
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Figure 25-1. Sampling Train

511



Pt. 60, App. A-7, Meth. 25 40 CFR Ch. | (7-1-01 Edition)

VACUUM PUMP S%UT‘ ‘l"%}fF
CONNECTOR ALVE
Lk
25.4
1.0 3.175
FIBERFAX 0 ‘125
INSULATION -
S~ CONDENSATH
- TRAP PROBH
BULKHEAD
{| CONNECTOR
DIMENSIONS: 1m A /
in o
A

PROBE
CONNECTOR
‘ 1524
I Y
INSULATED)|
| 2=y ey | R

] [ ] Meonmoim” [ ]

PROBE LINE FILTER HEAT CONDENSATE
THERMOCOUPLE TEMPERATURE TRAP PROBE
CONTROLLER CONNECTOR
THERMOCOUPLE THERMOCOUPLE

Figure 25-2. Out-of-stack Filter Box
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Figure 25-3. Condensate Trap
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Figure 25-4. Condensate Recovery System
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